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Easy Maintenance Push Damper
MGD-25A by opening the front panel.
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MATERIAL TANK MGD INJECTION MOLDING MACHINE
Standard Specification
Model Unlt MGD-15A | MGD-25A | MGD-50A | MGD-75A | MGD-100A | MGD-150A | MGD-200A | MGD-250A | MGD-300A
Voltage AC200/380V, 50Hz, 3 Phase
Standard kVA a1 5.6 7.0 84 93 141 167 213
Power Supply |/ \PParent Power e Temp. | VA 4.7 70 5.4 93 105 157 214 24.0
—— [Standard A | 3216 32120 32132 40032 53/32 100/50
Breaker Capacly | iohTemp. | A | 32116 32120 40132 50/32 63/32 100/50
. Pressure Mpa 0.5
Ardwoly e L 10
Operating Temperature e ~130 (160) 1
. kg 16 26 54 75 102 150 210 255 300
Hopper Volums 262 L 28 w“ 90 125 170 250 350 425 500
Standard | kKW | 1521 | 36/40 | 4054 | 5463 | 6375 | 108124 | 124171 17.1119.8
Drying Heater Capaclly | Temp, | KW 2.1 4.0 5.4 63 75 124 171 198
Blower Output KW 0.028 0.13 0.135 0.3 0.4
Conveying Blower QOutput kW 1.11.5 2.2/2.55
W mm | 948 948 981 9681 1,132 1,236 1,450 1,658 1,658
Outer Dimension D mm | 572 572 721 716 789 789 705 860 860
H mm | 1,743 1,994 2,111 2411 2,230 2,619 2,603 2,453 2,603
Product Weight kg 150 170 210 230 240 270 400 580 600

#1 () High Temperature Specification
#2 Volume is that of when using virgin materials with bulk density of 0.6 g,‘cms.

. Secondary S|de two directional conveyance « 3-Direction material = Alarm indicator « Weekly timer + Earth leakage breaker * Energy save device
« Low level alarm « Exhaust filter return unit = High Temperature. (~160°C) = DIGI-PEGA setting = TSV setting




