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Tray Dryer o el R ~160 C (200 C) AR M \Tsu IE,
- —— ¢ Tray Dryer can be used for drying and
annealing of resin molding.
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‘Standard Specification
.m. PO-50 PO-B0 PO-200
Voltage AC200/380V, 50Hz, 3 Phase
Standard kVA 3.8 4.2 7.0 10.0
Power Supply |PParent Power I D, KVA 4.2 6.8 7.9 13.0
Standard A 15/10 15/10 30/15 40/20
Breaker Ca03cHY (riioh Temp: A 20/10 30/15 30015 50/30
Operating Temperature T ~160 (~200) *1
. k 50 80 120 200
Material Volume T 33 133 200 333
Inner Dimension WxDxH mm 600 x 640 x 530 600 x 640 x 930 800 x 640 x 1200 | 1200 x 800 x 1210
WxDxH mm 290 x 620 x 60 390 x620 x 60 390 x 790 x 60
; ; Material Tray piece 10 18 20 30
Material Container Shelf 5 5 0 10
Material SUS430
Timer Weekly Timer
Maximum Volume of Dry Air m¥/min 7.2 10 17 22
Maximum Wind Pressure kPa 0.14 023 03 0.48
Standard kW 3 3.45 6 9
hishad Capanity High Temp. KW 3.45 5 5.9 12
Drying Blower Output kW 0.2 0.2 0.4 0.75
W mm 840 840 1,100 1,500
Outer Dimension D mm 820 820 825 985
H mm 1,235 1,635 1,985 2,020
Product Weight kg 180 250 400 490

%1 () High Temperature Specification Intake temperature is 200°C

Options

. Eﬂemal alam output (A contact) « Earth leakage beaker « Alarm indicator light « High temperature

Test Data of Temperature Changes

C: Full Exhausts

W Test Conditions
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Qctober, 2000

Ambient Temperature: 16~26°C
Seliing Temperature

150°C
200V

Thermocoupie K Hybrid Recaorder
#Using Matsui's PO 120 without Load

Table of Drying Condition for Resins (Reference)

Palyethylene 0.1 0.04 80 2~3
polystyrene 0.03~0.05 80 2

FPolycarbonate 0.24 0.02 120 5~6
ABS 024 0.1 or fess 80 2~3
AS 0.2~0.3 | O.1orless 80 3

Acrylic 0.23 0.1 or less 80 3

Acetyl cellulose 25~3 0.1 80 26
Nylon 09~3.3 0.15 80 6~10
FR pet 013 0.02 140 3~5
Polyacetal 0.22 0.09 80 3~4




