Aero Power Hopper 0.5,1,3,6,9,18 L AR ®
AP &8 MATSUI

Mixing materials and removal dust

‘Standard Specification

Unit : mm

Symbol Model | APH5 | APH-A | APH-3 | APH& | APH9 | APH-18 |

H 550 744 731.5 855 915 1,095

L1 238 38 38 265 65 265

L2 238 38 38 50 250 250

L3 2130 2130 @130 @130 @200 @200

L4 37 256.5 55 255 2110 2110

Volume (L) 0.5 1 3 6 9 18

Weight (kg) 4.0 7.0 7.9 1.1 13.5 18.1
APH-3 - Bulit-in hanging type flap damper enhances blending performances.

)

Remove dust and
Blend materials by
using pneumatic
conveying air from
blower.

Suction of Air
(Remove Dust)

Conveyor

(APH-1:36)  (APH-9-18)

Materal

Employs a self-sealing damper that
i enhances blending performance.

A P H Regrind H
With Damper Pe" 3,6,9,18 L egrind Hopper RT3 NG 19118 1

AJC FC

FC-3

Suction Hopper that combines
the features of APH and JC Ideal for conveying regrind pellet
-dard Specification -Iard Specification

Unit : mm Unit : mm
Symbol_Model | FC3 FC6 FCO | FC-8
W 140 200 245 300 W 140 200 245 300
H1 566 607 655 | 7465 H 560.5 636.5 636.5 746.5
L1 238 @38 | @635 | @635 L1 238 263.5
L2 238 238 @50 @50 L2 238 @50
3 6 9 18 Volume (L) 3 6 9 18
Weight (kg) 4.5 6.0 8.5 10.0 Weight (kg) 6.1 74 10.6 12.3




