Dehumidifying Dryer 60°C (70°C) ~ 160°C

MJ5-i -40°C ~ -60°C

Energy Saving Type equipped with “ iplas ” functions

Color Touch Screen
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Home Display Drying Status Display
Easy Maintenance
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MJ5-i-150A Larger Hopper Door Equipped with a Maintenance can be carried out from the front

Removable Slide Gate

Energy-saving Control (l:ﬂc;;\rﬁg g)onsumption of the dryer and molding times
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Standard Specification

Model Unit | MJS50A | MJUSI350A | MJSIGS0A | MJS-1500A
Voltage \' AC200/380V, 50Hz, 3 Phase

Bower St Operation Circuit Voltage v ACT00V. DC2AV
Apparent Power kVA 6.8 8.5 139 27.2
Breaker Capacity A 30/15 30/15 50/30 100/63
Pressure MPa 0.5

Air Supply Flow Rate L/h 10 ] 20
Diameter mm a6

. 60~160 [ 70~160

Serating Teapasitum G Ambient Condition : Temperature 10°C~35°C

Dew-point 3% %G -40 ~ -60 (minimum)

Hopper Volume L 50 100 200 500

Biying Heater Capacity kW 21 2.4 5.4 10.8
Blower Qutput kW 0.28 0.42 1.15 2.55

Conveying Blower Qutput kW 1.1 2.55

Regeneration Blower Output kW 0.28 0.28 0.42 1.15
Heater Capacity kW 1 21 3.1 5.8

W mm 1,125 1,191 1,486 1,910
Outer Dimension D mm 618 618 638 914
H3 mm 2,117 2,203 2,509 2,689
Product Weight kg 270 290 400 690

s Ambient Condition: Temperature 30°C Relative Humidity 75% (DP+25°C) Air inflow : 10%
When it falls below the above conditions, the minimum dew point (-60°C) could be obtained.

Options
« Secondary side two directional conveyance ¢« One-pass [MJ5-i-150A~650A] « Semi-circulation « Dew-point sensor + Digi peca setting « Low level alarm
« TSV setting » Alarm indicator + General alarm signal = Weekly timer = Watt meter - Earth leakage breaker - Power off delay timer « 3-Direction material



